
 

 
TECHNICAL DATA 

Engine 2.0L I4 DOHC DI Turbo Engine 

 

Capacity 1995 cc 

Horsepower 272 (200) @ 5250 rpm 

Torque 400 @ 3000 rpm 

Transmission 8-Speed Automatic  

Traction System 4X4 

Transfer Case 4:1 Rock-Trac® HD Full Time 4WD 

Front Axle Dana M210 HD Axle Locking 

Rear Axle Dana M220 HD Axle Locking 

Final Drive Ratio 4.10 

INTERIOR 

 

Remote Keyless Entry 
Pushbutton Start 
Cluster 7.0 TFT B W Display 
Uconnect 4 with 7.0 Touch Screen Display 
8 Speakers 
Leather Wrapped Steering Wheel with Controls 
Apple CarPlay & Google Android Auto 

SAFETY 
Electronic Stability Control Hill Start Assist 
Traction Control Electronic Roll Mitigation 

Trailer Sway Damping Hydraulic Assist Brake Booster 

Anti-Lock 4-Wheel FNC Disc HD Brakes Next Generation Front Air Bags 

Supplemental Front Seat Side Air Bags ParkSense Rear Park Assist System 

ParkView Rear Back-up Camera Transfer Case Skid Plate 

Fuel Tank Skid Plate Shield Transmission Skid Plate 

DIMENSIONS 
Length (mm) 4882 Wheelbase (mm) 3008 
Width (mm) 1894 Water Fording (mm/mph) 760 / 5 
Height with hard top (mm) 1848 Max Ground Clearance (mm) 252 

Approach / Departure / Break over angle 36.0 / 31.4 / 20.8 

 

Jeep® Wrangler Rubicon 


